pC polarimeter scintillators

HV:
Polarim. | PMT PMT SHV | rack 2 HV NIM
unit S.N. cable slots/section
Y1D l-inner | 7777?77 | 19552 9,10/A
l-outer | 777777 | 19553 9,10/B
Y2U 2-inner | CB0865 | 19554 78/A
2-outer | SU8773 | 19555 7,8/B
B1U 3-inner | SU8708 | 19556 5,6/A
3-outer | SU8T64 | 19557 5,6/B
B2D 4-inner | ST0445 | 19558 3,4/A
4-outer | SU867T3 | 19559 3,4/B
NIM slots 3,4 Bertan 375N; slots 5-10 Bertan 1739N; HV @ 1.5 kV
Signals:
Polarim. | PMT cable to | tunnel p.p. | rack 2 | cable to cr 3/5 WED | readout
unit tunnel p.p. cable p-p- WFDs slot 20 chan. | chan.
Y1D 1-inner | 101 16 nS 17654 120dB | 71 16416 nS 1 73
l-outer | 102* 16 nS 17655 25dB | 72 16416 nS 2 74
Y2U 2-inner | 103 16 nS 17656 3 20dB | 73 16416 nS 3 75
2-outer | 104 16 nS 17657 4 5dB | 74 16416 nS 4 76
B1U 3-inner | 105 16 nS 17658 520dB | 121 16416 nS 1 73
3-outer | 106 16 nS 17659 6 5dB | 122 16+16 nS 2 74
B2D 4-inner | 107 32 nS 17660 7 20dB | 123 1640 nS 3 75
4-outer | 108% 32 nS 17661 8 5dB | 124 1640 nS 4 76
Starting 04.03.15, fill 18740, 102 disconnected:

Y1D l-outer — Y1D ch. 72 — MUX — Y ch. 72 — 5dB 32 nS — WFD ch. 2 — readout ch. 74
Starting 16.03.15, fill 18782 (HV off until 18787), 108° disconnected:
B2D 4-outer — B2D ch. 72 — MUX — B ch. 72 — 5dB 32 nS — WFD ch. 4 — readout ch. 76



